
1/2 www.elma.comVME.VME64X.VXS.Rev1

DESCRIPTION

Elma’s line of VME,VME64X and VXS system platforms is available in 
19” rackmount, desktop, and portable tower options. Elma Express 
System products are in stock and available to ship in 2 weeks for 
the first 1 or 2 units, and 4 - 6 weeks for the remaining balance of 
your order. All units ship assembled, wired, and tested.

Type 32 Tower, 5-slot VMEType 32 Tower, 5-slot VME
PART NUMBERPART NUMBER 32V05MMX36N3V1032V05MMX36N3V10

Backplane ConfigurationBackplane Configuration 5 Slots5 Slots

Bare BoardBare Board 6U VME Monolithic6U VME Monolithic

Backplane ConnectorBackplane Connector 3 row, J1 flush, J2 13mm3 row, J1 flush, J2 13mm

DrivesDrives Not installedNot installed

HeightHeight 3U3U

WidthWidth 63HP63HP

Rear IORear IO NoNo

DepthDepth 13in.13in.

Card OrientationCard Orientation VerticalVertical

PSU InputPSU Input 90-230VAC (Fixed)90-230VAC (Fixed)

PSU OutputPSU Output 300W300W

Voltage IOVoltage IO Level 0Level 0

Type 32 Tower, 7-slot VME64XType 32 Tower, 7-slot VME64X
PART NUMBERPART NUMBER 32V07OP448N3VCB032V07OP448N3VCB0

Backplane ConfigurationBackplane Configuration 7 Slots7 Slots

Bare BoardBare Board VME64XVME64X

Backplane ConnectorBackplane Connector 5 row, w/ PO5 row, w/ PO

DrivesDrives 2 X 5.25" 2 X 5.25" 

HeightHeight 4U4U

WidthWidth 84HP84HP

Rear IORear IO NoNo

DepthDepth 13in.13in.

Card OrientationCard Orientation VerticalVertical

PSU InputPSU Input 90-230VAC (Fixed)90-230VAC (Fixed)

PSU OutputPSU Output 250W250W

Voltage IOVoltage IO Level 0Level 0

Type 32 Tower, 5-slot VME64XType 32 Tower, 5-slot VME64X
PART NUMBERPART NUMBER 32V05OP146N3VGBX32V05OP146N3VGBX

Backplane ConfigurationBackplane Configuration 5 Slots5 Slots

Bare BoardBare Board VME64XVME64X

Backplane ConnectorBackplane Connector 5 row, w/ P05 row, w/ P0

DrivesDrives 1 X 3.5"1 X 3.5"

HeightHeight 4U4U

WidthWidth 63HP63HP

Rear IORear IO NoNo

DepthDepth 12in.12in.

Card OrientationCard Orientation VerticalVertical

PSU InputPSU Input 90-230VAC (Plug In)90-230VAC (Plug In)

PSU OutputPSU Output 200W200W

Voltage IOVoltage IO Not installedNot installed

Type 12, 21-slot VME64XType 12, 21-slot VME64X
PART NUMBERPART NUMBER 12V21OPX98N5VCK012V21OPX98N5VCK0

Backplane ConfigurationBackplane Configuration 21 Slots21 Slots

Bare BoardBare Board VME64XVME64X

Backplane ConnectorBackplane Connector 5 row, w/ P05 row, w/ P0

DrivesDrives Not installedNot installed

HeightHeight 9U9U

WidthWidth 84HP84HP

Rear IORear IO NoNo

DepthDepth 20in.20in.

Card OrientationCard Orientation VerticalVertical

PSU InputPSU Input 90-230VAC (Fixed)90-230VAC (Fixed)

PSU OutputPSU Output 1100W1100W

Voltage IOVoltage IO Level 0Level 0

EXPRESS SYSTEM LIST
VME-VME64X-VXS CHASSIS
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EXPRESS SYSTEM LIST
VME-VME64X-VXS CHASSIS

Type 12, 16-slot VME64XType 12, 16-slot VME64X
PART NUMBERPART NUMBER 12V16OPX98Y5VPE012V16OPX98Y5VPE0

Backplane ConfigurationBackplane Configuration 16 Slots16 Slots

Bare BoardBare Board VME64XVME64X

Backplane ConnectorBackplane Connector 5 row, w/ P05 row, w/ P0

DrivesDrives Not installedNot installed

HeightHeight 9U9U

WidthWidth 84HP84HP

Rear IORear IO YesYes

DepthDepth 20in.20in.

Card OrientationCard Orientation VerticalVertical

PSU InputPSU Input 90-230VAC(2 x HS, N+1)90-230VAC(2 x HS, N+1)

PSU OutputPSU Output 500W each500W each

Voltage IOVoltage IO Level 0Level 0

© Copyright 2021 by Elma Electronic Inc. Subject to technical modifications, all data supplied without liability. 

Please contact our sales team for more details.

France: +33 388 56 72 50
Germany: +49 7231 97 34 0

Israel: +972 3 930 50 25
Singapore: +65 6479 8552

Switzerland: +41 44 933 41 11
United Kingdom: +44 1234 838 822

United States: +1 510 656 3400

Type 32 Tower, 5-slot VXSType 32 Tower, 5-slot VXS
PART NUMBERPART NUMBER 32V05LY348Y3VGE032V05LY348Y3VGE0

Backplane ConfigurationBackplane Configuration 5 Slots5 Slots

Bare BoardBare Board VXS MeshVXS Mesh

Backplane ConnectorBackplane Connector HybridHybrid

DrivesDrives 1 X 5.25" 1 X 5.25" 

HeightHeight 4U4U

WidthWidth 84HP84HP

Rear IORear IO YesYes

DepthDepth 290mm290mm

Card OrientationCard Orientation VerticalVertical

PSU InputPSU Input 90-230VAC (Plug In)90-230VAC (Plug In)

PSU OutputPSU Output 500W500W

Voltage IOVoltage IO Level 0Level 0


